B e ettt LD-000[ A

MARKING PROCESS: AS PER TMC SPECIFICATION S-727

ALL LETTERING /8" HIGH
BLACK

NO LONGE & USED
CEPLACED BY LD-987 ON 2-28
MC GO XMTRS, BUT MAY
BE JSED FOR TPARE FARTS
ON <4 -8 MC XMTKS

REF ~ TMC DWG NO. PX- 53T (2)

REQ. |ITEM PART NO. DESCRIPTION symBsoL
THE TECHNICAL MATERIEL CORP.
STOCK BiaE MAMARONECK, NEW YORK
AT G T [ o 5% TETTERING, PLATE, CAP
e — MTG. LOAD RESISTOR
1ssuE|ITEM CHANGED FROM DATE | CH. NO. | DRAFTS | CHECKER | ENG. APP. MATERIAL ﬁ-—-—r—-——
TOLERANCES scace: Fyl L, Do NoT ScaLE J.C.Biele Jr\ «_jsg @“/
R S AXIMUM ALL WABLE TOLERANCES HAVE | TYPE & TEMPER |HEATTREAT.SPEC|{ DRAWN SHECKED FINAL_APPR wu.
rrAc. Dim. BEEN DETERMINED AND ANY DEVIATIONS

ANGULAR DIM. £

WILL BE CAUSE FOR REJECTION.

REMOVE ALL BURRS AND SHARP EDGES

2411 D-830|A

FINISH & SPEC. NO.

[ELEC. DES. APP

FORM 108.A



